
4” PVC to 4” Single-Wall Stainless Steel Conversion Kit

Warning

Description and Usage:
Adaptor kit part # VK4-PVC2SUS consists of two stainless steel vent pieces, VP4-ADAPT-PVC & VP4-
ADAPT-M2M.  Features include integrated O-rings, mechanical locking joint, & clamp for secure gas tight 
seal.  The adaptor kit is applicable when conversion from 4” schedule 40 PVC or CPVC pipe to 4” stainless 
steel Noritz N-Vent is desired.  By converting installers can use indoor high efficiency condensing water 
heaters and terminate venting with high grade stainless steel products.  Two kits are recommended for 
Direct Vent (DV) configuration; one for exhaust vent and one for combustion air vent.  One kit is recom-
mended for Single Vent (SV); one for exhaust vent.  Please be advised Noritz NRC & NCC series conversion 
from Direct Vent (DV) to Single Vent (SV) requires PVC conversion kit part #SV-CK-3.  See installers guide 
product catalog for more detail or visit www.Noritz.com or http://Support.Noritz.com.

Specifications:
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2”

2”

”7.5”1.5

4” Male End

4” Male End 4” Female End

4” Female End For 
4” PVC Fitting

VK-IM-1 rev 0714
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General Precautions:
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General Requirements:
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Clearances:
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VP4-ADAPT-M2M 

Apply Adhesive

Apply Adhesive

Apply Adhesive

Apply Adhesive

VP4-ADAPT-M2M 

VP4-ADAPT-M2M must be used just below the 

end of Noritz N-Vent is pointed towards heater. 

strongly. 

�������	
����DAPT-M2M must be used just 
above VP4-ADAPT-PVC. Vent is normal orienta-

*Seal stainless steel Joints with high tempera-
ture sili�on sealant to prevent possible �onden-
sate leakage.

VP4-ADJ 
Adjustable Length

VP4-ADJ 
Adjustable Length
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1. Applications

2. Termination

Roof
Flashing

RainCap

Exhaust

Intake Air

1-2'

3'

2'
Min.

Roof
Jack

Storm
Collar
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If using configuration A, Storm Collar 
Vent Pipe part # SCP4 is not applicable.
Instead use Rigid Single-Wall Vent Pipe
#VP4-STR and Storm Collar Ring #SCR4-1.
See Installers Guide product catalog for
more detail.
 



If at any time during the installation and setup of this product you have questions or concerns, please 
contact Noritz America Engineering & Service at 866-766-7489 or visit http://support.noritz.com

3. Appliance Connection

4. N-Vent Stainless Steel Joint Connections

Use solid 4” schedule 40 PVC or 
CPVC pipe and fittings

Keep PVC/CPVC short as possible

PVC/CPVC Joints must be properl-
cleaned, primed, and cemented

Be sure to fully seat PVC/CPVC fitting 
with VP-ADAPT-PVC and tighten 
clamp for secure  gas tight seal

Adjustable length Stainless steel vent 
just above VP-ADAPT-PVC is 
recommended

��Vertical Vent Termination- Stainless steel Materials 

 

� To connect- Insert the male end fully into the female end till it is seated against the insert stopper on the 
female section

� To Disconnect - Push the male end fully into the female end. Press the Push Lever on the cover then sepa-
rate the pieces. 

VP-ADAPT-PVC

PVC Fitting

Apply Adhesive

Apply Adhesive

PVC
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